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and that operate in the frequency
range of 9 kHz to 30 MHz, including de-
vices that deliver the radio frequency
energy to transducers, such as ultra-
sonic devices not covered under part 18
of this chapter, shall comply with the
radiated emission limits for inten-
tional radiators provided in §15.209 for
the frequency range of 9 kHz to 30 MHz.
As an alternative, carrier current sys-
tems used as unintentional radiators
and operating in the frequency range of
526 kHz to 1705 kHz may comply with
the radiated emission limits provided
in §15.221(a). At frequencies above 30
MHz, the limits in paragraph (a), (b), or
(g) of this section, as appropriate,
apply.

(f) For a receiver which employs ter-
minals for the connection of an exter-
nal receiving antenna, the receiver
shall be tested to demonstrate compli-
ance with the provisions of this section
with an antenna connected to the an-
tenna terminals unless the antenna
conducted power is measured as speci-
fied in §15.111(a). If a permanently at-
tached receiving antenna is used, the
receiver shall be tested to demonstrate
compliance with the provisions of this
section.

(g) As an alternative to the radiated
emission limits shown in paragraphs
(a) and (b) of this section, digital de-
vices may be shown to comply with the
standards contained in Third Edition of
the International Special Committee
on Radio Interference (CISPR), Pub. 22,
“Information Technology Equipment—
Radio Disturbance Characteristics—
Limits and Methods of Measurement”
(incorporated by reference, see §15.38).
In addition:

(1) The test procedure and other re-
quirements specified in this part shall
continue to apply to digital devices.

(2) If, in accordance with §15.33 of
this part, measurements must be per-
formed above 1000 MHgz, compliance
above 1000 MHz shall be demonstrated
with the emission limit in paragraph
(a) or (b) of this section, as appro-
priate. Measurements above 1000 MHz
may be performed at the distance spec-
ified in the CISPR 22 publications for
measurements below 1000 MHz provided
the limits in paragraphs (a) and (b) of
this section are extrapolated to the
new measurement distance using an in-

§15.111

verse linear distance extrapolation fac-
tor (20 dB/decade), e.g., the radiated
limit above 1000 MHz for a Class B dig-
ital device is 150 uV/m, as measured at
a distance of 10 meters.

(3) The measurement distances shown
in CISPR Pub. 22, including measure-
ments made in accordance with this
paragraph above 1000 MHz, are consid-
ered, for the purpose of §15.31(f)(4) of
this part, to be the measurement dis-
tances specified in this part.

(4) If the radiated emissions are
measured to demonstrate compliance
with the alternative standards in this
paragraph, compliance must also be
demonstrated with the conducted lim-
its shown in §15.107(e).

(h) Radar detectors shall comply
with the emission limits in paragraph
(a) of this section over the frequency
range of 11.7-12.2 GHz.

[64 FR 17714, Apr. 25, 1989, as amended at 56
FR 373, Jan. 4, 1991; 58 FR 51249, Oct. 1, 1993;
66 FR 19098, Apr. 13, 2001; 67 FR 48993, July 29,
2002; 69 FR 2849, Jan. 21, 2004]

§15.111 Antenna power conduction
limits for receivers.

(a) In addition to the radiated emis-
sion limits, receivers that operate
(tune) in the frequency range 30 to 960
MHz and CB receivers that provide ter-
minals for the connection of an exter-
nal receiving antenna may be tested to
demonstrate compliance with the pro-
visions of §15.109 with the antenna ter-
minals shielded and terminated with a
resistive termination equal to the im-
pedance specified for the antenna, pro-
vided these receivers also comply with
the following: With the receiver an-
tenna terminal connected to a resistive
termination equal to the impedance
specified or employed for the antenna,
the power at the antenna terminal at
any frequency within the range of
measurements specified in §15.33 shall
not exceed 2.0 nanowatts.

(b) CB receivers and receivers that
operate (tune) in the frequency range
30 to 960 MHz that are provided only
with a permanently attached antenna
shall comply with the radiated emis-
sion limitations in this part, as meas-
ured with the antenna attached.
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